Adopt the International Residential Code 2006 with the following amendments:
(This is an unofficial listing. If you have questions, please contact the Board)

1) Amend Section R101.1 as follows:

101.1 Title. These regulations shall be known as the Residential Code for One- and Two-Family
Dwellings of INAME-OFJURISBICTHON] the State of New Hampshire hereinafter referred to as “this
code.”

2) Amend Section R102.7 as follows:

102.6 Existing structures. The legal occupancy of any structure existing on the date of adoption of this
code shaII be permitted to contmue without change, except as is specmcally covered in this codes-the

or as is deemed necessary by
the bUIIdIng 0ff|C|aI for the general safety and welfare of the occupants and the public.

3) Amend Section R404.1 as follows:

R404.1 Concrete and masonry foundation walls. Concrete and masonry foundation walls shall be
selected and constructed in accordance with the provisions of Section R404 or in accordance withACI
318,ACI 332,NCMATR68-A orACI 530/ASCE 5/TMS 402 or other approved structural standards.
When ACI 318, ACI 332 or ACI 530/ASCE 5/TMS 402 or the provisions of Section R404 are used to
design concrete or masonry foundation walls, project drawings, typical details and specifications are not
required to bear the seal of the architect or engineer responsible for design, unless otherwise required by
the state Iaw of the Jurlsdlctlon having authorlty




4) Amend Table N1101.1 as follows:

TABLE N1101.2
CLIMATE ZONES BY STATES AND COUNTIES

NEW HAMPSHIRE

Zone 6 exeept
Zoeneb

Cheshire
- -
Rockingham
Strafford
5) Delete Chapter 24 in its entirety and add the following:
CHAPTER 24, FUEL GAS

Fuel gas systems shall comply with the New Hampshire Fire Code (NFPA 54).

6) Amend Section P2603.6.1 as follows:

P2603.6.1 Sewer depth. Building sewers that connect to private sewage disposal systems shall conform
to RSA 485 A relatlve to minimum depth below flnlshed qrade bea-minimum-of [INUMBER]Hnches

A A ion. Building sewers that connect to public
sewers shaII be a minimum depth of {NJOLMBER—} 48 mches (1219 mm) below grade or adequately
insulated to afford the same protection whenever a condition arises that the 48 inches (1219 mm) cannot
be attained.

7) Add Section P2804 as follows:

P2804 Maximum temperature. Hot water not to exceed 130°F (54°C) shall be supplied to all plumbing
fixtures and equipment utilized for bathing, washing, culinary purposes, cleaning, laundry or building
maintenance. This provision shall not supersede the requirement for protective shower valves in
accordance with Section P2708.3.

8) Amend Section P2903.10 as follows:

P2903.10 Hose bibb. Hose bibbs subject to freezing, including the “frost-proof” type, shall be equipped
with an accessible stop-and-waste-type valve inside the building so that they can be controlled and/or
drained during cold periods.

9) Amend Section P3103.1 as follows:

P3103.1 Roof extension. Open vent pipes that extend through a roof shall be terminated at least 6 12
inches (252 305 mm) above the roof or 6 inches (152 mm) above the anticipated snow accumulation,
whichever is greater, except that where a roof is to be used for any purpose other than weather protection
the vent extension shall be run at least 7 feet (2134 mm) above the roof.



10) Adopt Appendix G in its entirety per R102.5:

APPENDIX G
SWIMMING POOLS, SPAS AND HOT TUBS



